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|Specifications

A line of rigid linear LED engines that will inject life into any path, cove, countertop, display, cabinet and more.  Pair with 

your favorite fixture or use them stand-alone for a beautiful wash of light indoors or outdoors.
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•  Available lengths include: 2.75” (rectangular), 3”, 6”, 9”, 12”, 
24”, 36”, 48” (6” increments)

•  2.75” Light Stripz (LSS) model available with 1.25” drop 
bracket for easy retrofitting into a single gang box

•  Featuring ultra-bright mid power LED’s for optimal efficiency
•  Frosted diffuser provides wide beam spread without harsh glare
•  Moisture-proof (IP65) and suitable for damp location
•  Available in White (3000K, 4000K, 6000K), Red, Blue, Green, 

or Amber
•  80+ CRI standard; High CRI (90+) model optional
• 3- or 5-Step McAdam Ellipse Optional
•  Available as 12V AC/DC or 120V AC models (most)
•  High quality aluminum housing acts as integrated heat sink
•  Mounting brackets provide for low profile installation
• Various configurations available for seamless daisy chain 

connection

• Surge protectors for low & line voltage models
• Various diffuser options for increasing opacity
• 	Mounting brackets provided

• Cove Lights
• Landscape Lighting
• Retrofits
• Under Cabinet Lighting
• Path Lighting
• Display Lighting
• Back Lighting / Signage

• Architectural Lighting
• Decor Lighting
• Accent Lighting
• Perimeter Lighting

• cETLus Recognized Component
(12V models only)

• LM-79 photometric files available upon request

2.75” Light Stripz

2.75” Stripz with 

drop bracket

Light Stripz 

(Available in 9”-48”)

6” Light Stripz 

(LSL)

3” Mini Stripz 

(LSM)”
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Light Stripz are available in different sizes:
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1.4” 2.75”

* Standard flat model

*Retrofit model with
drop bracket (wire exits 

through bottom)
.50” 1.40”

4.10”

2.11”

3”

. 78”

.53”

4.74”

.18” .83”

.82”

4.85”
5.05”

6”

Total Power*
Output (lm)
Efficacy

	 3000K	 4000K	 6000K	 Red	 Blue	 Amber	 Green
		 0.51W	 0.88W	 0.51W	 0.88W

	  	 	 12	 13	 19	 31

     84          	 	 23	 15	 37	 35

®
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Total Power*
Output (lm)
Efficacy

	 3000K	 4000K	 6000K	 Red	 Blue	 Amber	 Green
1.2W	 1.9W	 1.2W	 1.9W

26	 30	 41	  67
	 29	 20	 44	  44

* Measured at 12VDC

* Measured at 12VDC

Total Power*
Output (lm)
Efficacy

	 3000K	 4000K	 6000K	 Red	 Blue	 Amber	 Green
		 1.2W	 1.9W	 1.2W	 1.9W

26	 30	 41	 67
29	 20	 44	 44

* Measured at 12VDC
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Light Stripz connector with a 
single 36” pigtail lead from 
one end

6” male and female leads 
exiting from side of unit 
makes parallel or corner 
installation simple.

Male-to-Female connectors 
embedded in the ends 
of each unit creates a 
clean, continuous look on 
flat mounting surfaces.  90 
Degree elbow connector 
available for corner 
installations.

Wire exit from center back 
of stripz body, opposites 
from LED’s for exposed 
installations.

Maximum Total Power*

Efficacy @ 3000K

Lumens @ 3000K Warm White

Lumens @ 4000K Natural White

Lumens @ 6000K Cool White

Lumens - Red

Lumens - Blue

Lumens - Green

Lumens - Amber

9”

4.3W

76

330

330

350

37.5

53

90

58

12” LSX

5.8W

76

440

440

470

50

70

120

77

24” LSY

11.6W

76

880

880

920

100

140

240

154

36” LS36

17.4W

76

1320

1320

1410

150

210

360

231

48” LS48

23W

76

1760

1760

1900

200

280

480

308

Light Stripz are available with various connection types:

Standard Lead Connectors

Flush Connectors Rear Exit

12.82”

.83”

.76” 12”

6” male 
lead

6” female 
lead

®
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* Measured at 12VDC
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Input Voltage	 9-15V AC/DC or 24VDC 120VAC

Max Voltage	 18VDC; 24VDC	 130 VAC

Dimming Range Varies by Dimmer/Transformer 50-100%

Recommended Ambient Temperature	 -25° C ~ 40° C

Recommended Case Temperature	 -25° C ~ 60° C

Maximum Case Temperature	 70° C

Optics	 Frosted Diffuser

Maximum View Angle	 102° (Depends on model)

Waterproof Class	 IP65

Life Span	 40,000H L70

Warranty	 3 year limited warranty + 2 years with power conditioner

Housing Material	 Body: High quality Aluminum (6063)

Available Housing Colors	 Standard: Satin Silver; Available: White, Black

Packing	 Up to 100 pcs/carton depending on model

MOQ	 1 Carton

Lead Time	 48 Hours if in stock; 2-4 weeks otherwise

Technical Specifications*

Application Notes:
Transformer Compatibility for low voltage models:
• American Illumination strongly recommends power supplies

with short circuit, over load, over voltage, and over
temperature protections.  Soft Start recommended.

• 12V/24V Constant Voltage SMPS: Provides stable output to
the circuit and therefore Light Stripz will operate with the
highest brightness and efficiency with the least susceptibility
to in-rush current or voltage spikes.  Recommended.

• 12V/24V Electronic Transformers:  Light Stripz may not be
compatible with certain electronic transformers such as
those used to light up halogen lamps due to high frequency
switching, minimum load requirements, and potential
voltage spikes. As a result of high frequency switching,
in-rush current may damage sensitive solid state
components.  Only electronic transformers rated for LED
loads and in-rush protection, soft start, and surge protection
should be used.  Thorough testing before use is
recommended.

• 12V Magnetic Transformer: Light Stripz are typically
compatible with magnetic trasnformers, but some models
may allow in-rush current to pass through and affect the
reliability of the Stripz components.  Using a surge protector
in conjunction with a magnetic transformer is
recommended.

• LED DC Constant current driver: Light Stripz already has an
internal constant current driver, so an external constant
current driver is NOT compatible.

* Symptoms of incompatibility include no light output, flickering, 
strobing, random shutdowns and premature LED failure.

Thermal Regulation:
• The Light Stripz housing is an integrated heat sink so no

additional heat sink is necessary
• Only approved brands of thermal compounds may be used

in conjunction with Light Stripz.  Use of unapproved
substances will result in void of warranty.

• For indoor (dry) installations, a well ventilated fixture or
housing is recommended

• After prolonged operation, the housing surface should be
hot but not scalding.  If scalding or cold, it is not working
properly.

Safety Guidelines:
• Wire circuit path must be free of obstructions or sharp points
• Only UL approved power supply units should be used with

the following protective measures:
• Short-circuit protection
• Overload Protection
• Over Temperature Protection

• Do not pull on, rupture, twist, damage or pinch the wires.
• Light Stripz should not be subject to sitting water or consistent

and heavy moisture.  Outdoor (wet) installations should be
protected.  Always use silicone-filled wire nuts for
outdoor splice connections.

• Turn transformer off before connecting Stripz.
• Do not exceed the maximum input of the power supply.
• Do not cut, tamper with, or otherwise modify the Light Stripz.

Modification will affect the integrity of the design and will 
void the warranty.

®

®

* All specifications subject to change without notice.  Contact American Illumination for the latest data.
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Model:
LSM	 =	 3” Mini
LSS	 =	 2.75”
LSL	 =	 6”
LS9	 =	 9”
LSX	 =	 12”
LSY	 =	 24”
LS36	 =	 36”
LS48	 =	 48”

Model:
1 = LSM
2 = LSL, LSS
3 = LS9
5 = LSX
6 = LSY
9 = LS36
T = LS48

Color Temperature (K):
T = 2700K Warm White
1 = 3000K Warm White
2 = 4000K Natural White
4 = 6000K
5 = Red
6 = Green
7 = Blue
8 = Amber

Input Voltage:
2 = 9-15V AC/DC
4 = 24VDC
5 = 120VAC

Features:
D = 1.25” Drop Bracket (LSS only) 
F =  Flush Connectors (12V only)
L =  Lead Connectors
X  = Rear Exit Wire

How to Order




